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ULTRASONIC BONE SURGERY PIEZOELECTRIC SURGICAL SYSTEM

Ultrasonic Bone Surgery® (UBS)

Using revolutionary high power ultrasonic technology, the UBS creates precise bone cuts, while
limiting thermal necrosis. The patented set of 6 titanium alloy tips permits varied applications.
The mechanical resistance of titanium alloy, combined with high cutting power, makes the system

superior to stainless steel fips.

INDICATIONS:

* Implantology ~ © Maxillofacial Surgery
* Bone Surgery  * Veterinary Surgery

* Periodontology  * Neurology

* Plastic Surgery ~ © EN.T.

The UBS titanium alloy tips are specially

designed for each type of surgery...

* Oral Surgery: Vertical or Horizontal Crest
Augmentation, Sinus Lifs, Bone
Harvesting, Bone Grafts, Bone Collection
on the Anterior Mandible of the palate,
TMJ (Temporo Mandibular Joint) Surgery,
Wisdom Teeth or Impacted Teeth.

* Endodontics: Bony windows for apical
resections, extraction of broken teeth,
oot canal freatment.

FIELD OF ACTION

LEADING PIEZO SYSTEMS
Percussive Frequency Modulation
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ULTRASONIC BONE SURGERY SYSTEM
NO Percussive Effect Due To High Power

Aurpidude

Tirrisk 1 o

Ultrasonic Bone Surgery® only cuts hard tissues such as: bone, teeth and enamel. The result of this
ultrasonic high power is excellent penetration into both high and low density bone. The tip vibration
does not damage the surrounding soft tissues, since they vibrate with the vibrating tip. Direct confact of
the tip with blood vessels will cause immediate vessel closure, stopping hemorthaging and keeping the
surgical field clear.

SECURITY - ACCURACY -
RELIABILITY - PREDICTABILITY

Ultrasonic Bone Surgery® does not need to use frequency modulation —

no need for the “Percussion Effect” due to its high power.

« The “Morse Taper” connection of the tips into the handpiece allows
for better transmission of the vibrations. The ultrasonic power is not
affected. The patented titanium alloy tips are longer, allowing for
better access to the surgical site.

« The active (or cutting) parts of the tips can be sharper, when neces-
sary, for scalpels and saws, the bone cuts can be deeper.

* The microprocessor of the UBS will always find the optimal frequency
for each working tip.

* Surgeries are more accurate due to the large choice of specific fips
adapted to each type of surgery. The bone regeneration quality is
enhanced.

* Allows a better cooling effect of the tips due to the internal handpiece
irrigation system, compared fo the surgical stainless steel commonly
used today by other Piezo systems. The sterilizable handpiece is very
ergonomic and very light.

* The design of the titanium tips allows fine cuts, and does not inferfere
with the bone regeneration process. This decreases post-surgical pain.

* Complex surgical procedures are simplified. Operating time is reduced
and errors are avoided since the fitanium tips do not cause trauma to
the surrounding soft tissues. Doctors and assistants can focus on the
surgery itself.

* Great improvement and predictability when complex invasive surger-
ies are performed, since ultrasonics destroys all the non-organized
cells (infected cells). This leaves, in situ, only the healthy hone cells,
allowing for better and faster bone regeneration.
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COMPLETE U
288-1000 UBS Unit with cable, foot pedal and basic set of 5 tips

KITS OF TIPS

288-2000 Basic Kit - 5 Tips - includes tips B, C, D, E, and F

288-2001 Sinus Lift Kit - 6 Tips - includes tips G, H, I, B, A, and J
288-2002 Split Crest Kit - 6 Tips - includes tips K, L, U, E, C, and F
288-2003 Bone Harvesting Kit - 6 Tips - includes P, L, D, C, K, and J
288-2004 Extraction Kit - 6 Tips - includes tips L, 0, U, E, M, and N
288-2005 Perio Kit - 6 Tips - includes tipsJ, Q, 0, T, R, and S
288-2006 Sinus Lift Mini Kit - 3 Tips - includes tips W, X ,and Y

NIT

SINGLE TIPS / ACCESSORIES

I 288-67922  Sinus Lift 0 2.2 Tip

B 288-67928  Sinus Lift 0 2.8 Tip

K4 288-1671  Split Crest Ortho Tip (vertical cut)

L 288-1654  Bone Scraper Tip

I 288-1655  Ortho Syndesmotome Tip (periofome)

@ 288-1663  Split Crest Lateral Cutfing Tip

K 288-1669  Flat Sch. Membrane Separator Tip

L1 288-1674  Rev. Cone Sch. Membrane Separator Tip

I 288-66990  Flat Sch. Membrane Separator 90° Tip

I 288-1667  Cortical Activator Tip

I3 288-6665  Split Crest 5D Tip

I 288-6663  Split Crest 3D Tip

[0 288-1683  Ortho Syndesmotome 45° L Tip

I 288-1684  Ortho Syndesmotome 45° R Tip

K 288-68506  Prismatic Tip 0.6 mm thickness

I 288-1719  Pilot fip, @ 1.4 L=10 mm. for screws @ 1.6

[ 288-73012  Diamond Bur@1.2

¥ 288-1740  Curetfe Tip R

H 2881741 CureffeTip L

288-1742  “Plugger” Tip L=20, 0.4 mm thickness

[0 288-01655  Straight Syndesmotome

288-016655 Split Crest Tip, 5D Long

0 288-1677  Mini Sinus Lift Sphere - 2.2mm

E¥ 288-6663  Mini Sinus Lift Osteotome

288-1677  Mini Sinus Lift Sinus Elevator
288-1605  Disposable Irrigation Kit - 10/Box
Pending 510(k) approval.
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SPECIFICATIONS

Technology Piezoelectric
Ultrasonic frequency 26 kHz +10%
Vibration amplitude 50um (peak to peak)
Maximum acceleration peak 4.800 6
Handpiece length 6" (155mm)
Handpiece diometer 1” (26mm)

Cable Removable
Autoclavable handpiece 250° (121°0)
UNIT

Ultrasonic Generator

Voltage supply 11ov

Frequency supply 50/60 Hz = 5%
Maximum power absorption 140 VA
Maximum ultrasonic power oW
Microprocessor ultrasonic control 3 Programs
Auto-control for the best frequency 10s.

Irrigation circuit control by microprocessor

Stop in case of no water flow

Inrigation circuit flow rate

80 to 120 ml/min.

Filling time of the lrrigation circuit

5 sec.

Dimensions

Pending 510(k) approval.
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6 H x W.12.75" Wx12.125" L

To order from

Tel: 800-441-3100 » 508-588-3100 © Fax: 800-583-3150
1034 Pearl Street, Brockion, MA 02301
Email: info@acesurgical.com
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